
Installation Manual

BMW F87 M2 COMPETITION







Wireless Remote Control Kits:Exhaust Parts:
Downpipes (L+R)1  Mid-Pipe (L+R)3
Valvetronic Muffler x 14  Tips ( 101mm ) x 45

 Front Pipe x 12

x1x1x1

x1 x1

x15 x1

x2

OBD2  Connector Solenoid Valve One-Way Valve

Nylon Cable Ties Silicone Tube

Three-Way 
Connector(S)

Key Fob Control OBD2 Dongle Solenoid Wire
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Wireless Remote Control Kit x 16

x1 x1x1

Three-Way 
Connector(L)

Specialized Parts
(Catback)

x4

Pipe Restraint

20cm of 5/16 tube
(For Left Hand Drive)

x1

100cm of 5/16 
tube(For Right 
Hand Drive)

x1 x4

Gasket

M10*30 Screw

x8
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 To Original Hose



Some models do not have factory EV Motors, please consult your installer/specialist for more information. If this is not applicable, please
ignore this instruction and move on to the next page.

Flanges must be perfectly aligned!
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Remove the cover
The vacuum source is located at the top right quadrant of the engine bay
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Remove the stock vacuum tube and connect the T-connector (Apply lubricant when necessary) 
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Locate the solenoid valve at the indicated location
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Securely install the solenoid as shown
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Through the black/blue wire from engine bay to in-cabin
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The detailed look from cabin 
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