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VACUUM LINES AND OBDII INSTALLATION

SECTION 01





INSPECT THE FOLLOWING ITEMS

Wireless remote control kit

 Valvetronic muffler

Exhaust Parts:

Tips (101mm) x2

High-Flow De-Catted Pipes

High-Flow De-Catted 
Headers with Cat-simulators



WIRELESS REMOTE CONTROL KITS:

x2
Key Fob Control

x1 x1
OBD2 Dongle Solenoid Wire

x1

Solenoid Valve

x1

One-Way Valve

x15
Nylon Cable Ties

x1
Silicone Tube (7M)

x2  
Three-Way Connector



INSTALLATION NOTICE

Flanges must be perfectly aligned!



VACUUM LINES AND OBDII  DIAGRAM

 Bluetooth Dongle

Vehicle OBDII Port
Black & Blue Extension Cable
Armytrix Solenoid Valve

 Connector
OBDII Plug
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Stock Solenoid Valve

Stock Vacuum Source

Stock Solenoid Valve



WIRING INSTRUCTIONS STEP BY STEP

SECTION 02



Locate the vacuum source as indicated 

IN

OUT

Stock 3-Way
Connector

Armytrix
3-way 
Connector

Armytrix
3-way 
Connector



A closer look at where the vacuum source is 
linked after the 3-way connector is connected

IN

OUT

IN

OUT

Stock 3-Way
Connector

Armytrix
3-way 
Connector

Armytrix
3-way 
Connector



Locate the Solenoid Valve as indicated Locate the Solenoid Valve as indicated 



A closer look at where the Solenoid Valve is located



A closer look at where the black/blue wire penetrates



A closer look at the 
black/blue wire 
perforation location

The interior cabin where the black/blue wire is peforated



ARMYTRIX CREED

ARMYTRIX RELATED PRODUCTS



EXHAUST WARRANTY




